
THERMOSIPHON SOLAR WATER HEATER TANKS

Thermosiphon tanks are the most pratical way of healthy hot water production with enamel coated. 
With high density, direct-injected monoblock PU insulation, tank keeps stored hot water for a long
period.

Technical information

Closed loop (indirect system) tank with jacket heat exchanger.

Internal coating: Glazed enamel. 

Cathodic protection: By Magnesium Anode bar

Insulation: Direct-injected monoblock Polyurethane hard foam.

Specifications

Specification Unit CL-120 CL-150 CL-170 CL-200 CL-300
Capacity lt. 112 149 167 201 287
Diameter mm 510 600 600 600 600
Length mm 1320 1170 1270 1480 1980
Test pressure bar 12 12 12 12 12
Weight kg 78 85 96 100 138
Insulation material PU PU PU PU PU
Outside cover
Inlets - Outlets
Hot water outlet 3/4" 3/4" 3/4" 3/4" 3/4"
Cold water inlet 3/4" 3/4" 3/4" 3/4" 3/4"
Solar circuit inlet 3/4" 3/4" 3/4" 3/4" 3/4"
Solar circuit outlet 3/4" 3/4" 3/4" 3/4" 3/4"
Connection for security valve 3/4" 3/4" 3/4" 3/4" 3/4"
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CLOSED LOOP THERMOSIPHON TANKS

Type

electrostatic powder coated steel



THERMOSIPHON SOLAR WATER HEATER TANKS

Thermosiphon tanks are the most pratical way of healthy hot water production with enamel coated. 
With high density, direct-injected monoblock PU insulation, tank keeps stored hot water for a long
period.

Technical information

Open loop (direct system) tank.

Internal coating: Glazed enamel. 

Cathodic protection: By Magnesium Anode bar

Insulation: Direct-injected monoblock Polyurethane hard foam.

Specifications

Specification Unit OL-120 OL-150 OL-170 OL-200 OL-300
Capacity lt. 112 149 167 201 287
Diameter mm 510 600 600 600 600
Length mm 1320 1170 1270 1480 1980
Test pressure bar 12 12 12 12 12
Weight kg 85 85 100 100 138
Insulation material PU PU PU PU PU
Outside cover
Inlets - Outlets
Hot water outlet 3/4" 3/4" 3/4" 3/4" 3/4"
Cold water inlet 3/4" 3/4" 3/4" 3/4" 3/4"
Solar circuit inlet 3/4" 3/4" 3/4" 3/4" 3/4"
Solar circuit outlet 3/4" 3/4" 3/4" 3/4" 3/4"
Connection for security valve 3/4" 3/4" 3/4" 3/4" 3/4"
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OPEN LOOP THERMOSIPHON TANKS

Type

electrostatic powder coated steel


